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                      Washing Trim
                                     I-PR-10

                  Craftsmanship Operating Procedure
Functional Category:

Interior Preparation
Last Updated:


4/3/10
Appearance & Quality Assurance Guidelines:
· A properly cleaned surface is free of dust, grease, dirt, hand oils, nicotine, furniture polish, tape, adhesives, scuff marks, mildew, hairspray, residual cleaning agents, soot etc.
Production Rate:
· 100 - 150 linear ft./hr. 
Production rate may vary with the scope of work.
Safety Guidelines:

· Follow all OSHA guidelines to prevent injury from the following hazards, including but not limited to: electrical, power tools, ladders, scaffolding, trip and fall obstacles and fire & explosion risk; hazardous exposure to your eyes, hearing, extremities and respiratory system; unsafe exposure to chemicals, solvents, lead paint and inadequate ventilation.  Practice client safety as necessary to your particular job including smoke & carbon monoxide detectors, safety gates and other child protection devices. 
· Follow all EPA, Renovation, Remodeling & Painting (RRP) guidelines and any applicable state guidelines.
· Do not mix bleach or products containing bleach with ammonia or products containing ammonia.  
· Follow all manufacturers’ specifications for materials used.
· Be aware that masking plastic is very slippery when wet.
· Leave outlet & switch plates on while washing.  Take special care around walls and cover electrical hazards.  
Materials & Supplies:
( hot water  ( appropriate cleaning agent  ( bleach  ( sponges  
(  protective gloves  (  plastic sheeting  (  tape – appropriate size & type
Tools & Equipment:
( standard personal work tools & supplies  ( standard job site tools & supplies  ( sponges 
( wet mop  ( nylon scrub brushes  ( fan  
Terms Definition:
MES - Most Efficient Sequence for performing each task
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	#
	Procedure Steps                                                             
	Completed
Properly

	1
	Protect all adjacent surfaces that could be damaged by washing. Use appropriate floor protection.
	

	2
	Remove dust from trim.
	

	3
	Prepare two buckets - 1 containing hot water only and 1 containing a hot water and appropriate cleaning solution mixture as per manufacturer’s recommendations.
	

	4
	Begin washing from the upper most trim element continuing in one direction around the room. Proceed in the most efficient sequence (MES). 
	

	5
	Pick a trim element section (i.e. crown from corner to corner or a window frame).
	

	6
	Begin washing with the solution from the cleaning bucket.
	

	7
	Rinse the washed section with a damp sponge from the clean water bucket. Repeat rinsing as necessary until the trim element is clean.
	


Professional Techniques:
· Washing from the bottom of a trim element to the top prevents streaking.
· Bleach kills mildew and algae but it is not a cleaning agent.  A cleaning agent is required in addition to bleach for areas that have both mildew and any other type of contamination (grease, dirt, etc.).
· Pat dry or use a fan to accelerate drying time so you can start other prep or painting procedures. 

· Prior to washing, have a wet/dry vacuum available and use if necessary. 
· Cleaning agents may have to sit on a surface for a few minutes to fully activate.

· Synthetic abrasive scrub pads may be needed in difficult to clean areas.   
· Test cleaning solutions on an inconspicuous area before proceeding.

· Be aware that areas around doorknobs may have excess dirt and oil
Notes: 

1) This Craftsman Operating Procedure (COP) is a suggested guideline for the specified task and industry segment.  Particular work scopes and conditions may warrant adjustments to the procedure.  In addition, each company may have unique methods and procedures that are best suited to their operations, strategy, clients, etc.
2) PDCA and its representatives, affiliates, directors and content providers shall have no liability for damages resulting from the use of this COP, even if such damage results from the omissions or negligent acts of PDCA and/or its representatives, affiliates, directors and content providers.  Users agree to accept full responsibility for their use of the COP and to indemnify PDCA its officers, directors, members, content providers, independent contractors, employees, agents and affiliates for and from any loss by reason of, or in any way relating to, or arising out of the use of this COP.
3) Craftsmanship Operating Procedures are the products of volunteer efforts of members of the PDCA Craftsmanship Forum and are for the sole use of PDCA members.  COPs are protected under the copyright laws of the United States of America.  The content of this COP is the property of PDCA and may not be reproduced in any form or manner without the expressed permission of PDCA.
Copyright © 2010, Painting and Decorating Contractors of America. All Rights Reserved


COP Test

Washing Trim

Open Book Format
Name: _____________________________ Date: ___________

1.
What is the production rate for washing trim? ___________________________________

2.
Bleach should never be mixed with___________________________________________.

3. List two standard job site tools.


________________________________________


________________________________________

4.
Circle all the statements that are true about bleach.

a. cleaning detergent  b. kills odors  c. kills mildew  d. cuts grease  e. kills algae 

5.
What area of a door tends to have excess dirt and oil? ____________________________

6.
What tool can be used in difficult to clean areas? ________________________________
7.
Prior to washing trim, _____________________ buckets should be prepared.

8.
List two ways to accelerate drying time.


___________________________________ , ___________________________________
9 . For washing trim, prepare one bucket containing ____________________________ and 



one containing _________________________.

10. If a baseboard has mildew and grime on it, what type of cleaning solutions should you 


use? ___________________________________________________________________

________________________________________________________________________

11.
List two ways to practice client safety when washing trim.


__________________________________ , ____________________________________

12.
When cleaning a difficult area, a good cleaning tool is a __________________________.

13.
In order for a cleaning agent to be fully effective, it may have to ____________________

__________________________________________________________________________.
14.
List 4 materials or supplies needed to wash trim.

______________________________________ , _______________________________,

______________________________________ , ________________________________
15. List the two things you need to do before washing the trim.


__________________________________________


__________________________________________


COP Test

Washing Trim

Closed Book Format
Name: _____________________________ Date: ___________

1.
What is the best way to prevent streaking?

a. From the bottom up

b. From the top down

c. From left to right

d. From right to left

2. What does MES stand for? _________________________________________________

3. What trim piece or area of wall should you start washing first? _____________________


________________________________________________________________________
4. Outlet & switch plates should be _____________________ when washing trim.


a. on
b. off
c. covered  d. doesn’t matter

5.
Cleaning solutions should be _________________________ in an inconspicuous area 
first before washing the entire trim.

Answer Key – Open Book Format

Washing Trim

1. 100 – 150 linear ft./hr

2. ammonia

3. any 2: wet/dry vacuum, work lights, work bucket, ladders/scaffolding, electrical extension cord, drop cloths

4. c, e

5. around the door knob

6. nylon scrub brush or synthetic abrasive scrub pad
7. 2

8. pat dry, fan

9. hot water, hot water & cleaning solution

10. bleach and a cleaning agent

11. any 2: smoke & carbon monoxide detectors, safety gates, other child protection devices

12. synthetic abrasive scrub pad

13. sit on the surface for a few minutes

14. any 4: water, cleaning agent, bleach, rags, sponges, gloves, plastic sheeting, tape

15. protect all abutting surfaces and remove dust
Answer Key – Closed Book Format

Washing Trim
1. a

2. most efficient sequence

3. upper most trim piece

4. a & c
5. tested
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