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Masking/Dust Protection for 
Furnished Area
I-GL-3
Craftsmanship Operating Procedure
Functional Category:
Interior General

Last Updated:

4/3/10
Appearance & Quality Assurance Guidelines: 
· A properly set-up area is one in which all surfaces not being painted are protected.

· Taped edges have been burnished properly.

· 
All debris has been removed.
·  All tools and materials have been removed from the area.
Production Rate:

(
Varies according to task.
Safety Guidelines: 
· Follow all OSHA guidelines to prevent injury from the following hazards, including but not limited to: electrical, power tools, ladders, scaffolding, trip and fall obstacles and fire & explosion risk; hazardous exposure to your eyes, hearing, extremities and respiratory system; unsafe exposure to chemicals, solvents, lead paint and inadequate ventilation.  Practice client safety as necessary to your particular job including smoke & carbon monoxide detectors, safety gates and other child protection devices. 

· Follow all EPA, Renovation, Remodeling & Painting (RRP) guidelines and any applicable state guidelines.
· When working in areas that have smoke or fire detectors, cover them first if allowed by local fire code. You MUST remove the covers at the end of the day. 
· Always use razor blades with the appropriate tool handles and retract or reverse razor blades when not in immediate use.  
· Use extreme caution when working around outlets and switches and make sure they are kept dry to avoid electrical shock.  
Materials & Supplies: 
( masking film  ( tape – appropriate size & type  ( masking paper ( plastic sheeting  
( impervious floor protection  ( reinforced floor paper  ( plastic bags 
Tools & Equipment: 
( standard personal work tools & supplies  ( standard job site tools & supplies  ( hand masking tool  ( screw gun

Terms Definition:
      Not applicable
References  
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B. PDCA,  Craftsman’s Manual, 1995

C. Athey, Cindy et al., Wheels of Learning Level 2 Painting, Upper Saddle River, National Center for Construction Education & Research, 1997.

D. Cusumano, Bob et al. Cost & Estimating Guide, PDCA, 1998. 
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	#
	Procedure Steps                                                              
	Completed
Properly

	1
	Insure that personal property has been moved to a safe location.
	

	2
	Move furniture to provide for easy access to surfaces to be worked on.
	

	3
	Protect or remove all window treatments.
	

	4
	Remove dust from all surfaces that are to be masked.
	

	5
	Cover floor with appropriate floor protection.
	

	6
	Cover furniture, personal property and any surfaces not to be painted or worked on appropriately.
	

	7
	Cover lighting fixtures, sprinkler heads, smoke detectors and ceiling fans, if necessary. Follow local fire codes when covering sprinkler heads and smoke detectors and make sure you remove the covers at the end of the day.
	

	8
	Protect cabinets, bookcases and built-ins appropriately taking special care to prevent dust from entering them.
	

	9
	Remove switch plates and outlet covers and keep in a secure location.
	

	10
	Remove or protect hardware when necessary.
	


Professional Techniques:   
(
Note any damages on surfaces not to be painted.
( 
Test masking tape on surface prior to masking to prevent damage to existing coating.

· Remove hardware, put in a zip lock bag and label it with the area name on it.  Put all bags in secure area.

(
Cover walls not to be painted, including wallpapered walls, w/ static charged plastic sheeting.  This plastic will usually adhere to the wall without the use of tape. 

(
When moving a refrigerator, be careful not to damage the water supply line.

(
Be careful with floors when moving heavy furniture or refrigerator. Use masonite, thin plywood, furniture sliders or a clean folded dropcloth.

(
In lieu of taping plastic over wall coverings, use push pins to secure plastic sheeting.

(
Use blue booties on smoke detectors to keep dust from setting them off if allowed by local fire regulations. Be sure to remove them at the end of every work day. 

(
When covering furniture with plastic, spray adhesive may be used to secure plastic to drop cloth or protective paper.

· Mark drop cloths for top and bottom to prevent placing soiled side down.

· It’s a good idea to photograph a room before you begin to work so you can return everything to its exact location.
· Rather than masking door hinges, replace hinges with temporary hinges.
· To prevent paint from seeping under tape, try burnishing the tape edge.
Notes: 

1) This Craftsman Operating Procedure (COP) is a suggested guideline for the specified task and industry segment.  Particular work scopes and conditions may warrant adjustments to the procedure.  In addition, each company may have unique methods and procedures that are best suited to their operations, strategy, clients, etc.
2) PDCA and its representatives, affiliates, directors and content providers shall have no liability for damages resulting from the use of this COP, even if such damage results from the omissions or negligent acts of PDCA and/or its representatives, affiliates, directors and content providers.  Users agree to accept full responsibility for their use of the COP and to indemnify PDCA its officers, directors, members, content providers, independent contractors, employees, agents and affiliates for and from any loss by reason of, or in any way relating to, or arising out of the use of this COP.
3) Craftsmanship Operating Procedures are the products of volunteer efforts of members of the PDCA Craftsmanship Forum and are for the sole use of PDCA members.  COPs are protected under the copyright laws of the United States of America.  The content of this COP is the property of PDCA and may not be reproduced in any form or manner without the expressed permission of PDCA.
Copyright © 2010, Painting and Decorating Contractors of America. All Rights Reserved


COP Test

Masking/Dust Protection for Interior Furnished Area

Open Book Format
Name: ______________________________Date: __________
1. Name three things that have to be removed from an area that has been properly masked and dust protected.


_____________________________________ , ________________________________,

_____________________________________
2. What must always be done at the end of the day if you have covered smoke or fire 

detectors? _______________________________________________________________
3. Use extreme caution when working around switches and outlets and make sure they are 


________________________ to avoid electrical shock.

4. Name 4 materials & supplies used for Masking & Dust Protection.


_____________________________________ , ________________________________ , 

_____________________________________ , _________________________________
5. Before beginning work, the owner’s personal property should be ___________________.

6. Draperies and all window treatments should be _________________________________.

7. Remove  ________________________________ from all surfaces that are to be masked.

8. Floors and carpeting should be protected with __________________________________.

9. Name at least 2 items in a room that would not be painted but would have to be protected 

from dust and paint.


___________________________________ , ___________________________________
10. If you notice that a fixture or piece of furniture is damaged, it is important to 


_______________________________________________________________________.

11. Why is it important to do # 10? ______________________________________________


_______________________________________________________________________.

12. ________________________________________ can be used to protect walls not to be painted including wallpaper without having to use tape.

13. Name 2 tools other than the standard tools used when masking & dust protecting.


___________________________________ , ___________________________________
14. Instead of taping plastic over wall coverings, use ______________________________ to secure plastic sheeting.

15. When moving a refrigerator, be careful not to damage the ________________________.

16. To prevent paint from seeping under the tape, it’s a good idea to ___________________

_______________________________________________________________________.

17. What are temporary hinges? ________________________________________________


________________________________________________________________________
18.
New drop cloths should always be marked top & bottom to prevent__________________


_______________________________________________________________________.

19. If furniture is covered with plastic, ______________________________ can be used to secure the plastic to the floor protection.

20. What is the production rate for masking and dust protection? ______________________.

COP Test

Masking/Dust Protection for Interior Furnished Area

Closed Book Format
Name: __________________________  Date: _____________

1.
Why would you mark the top & bottom on a new drop cloth? ______________________


________________________________________________________________________

2.
Why do you burnished the taped edges when masking?___________________________

________________________________________________________________________

3. Why is there so much variance on the production rate standard? ____________________


________________________________________________________________________

4.
Masking door hinges can be time consuming. Another solution is to _________________

________________________________________________________________________

________________________________________________________________________
5. What would you do if you were ready to tape up the base boards but you noticed 


that they were dusty and dirty? ______________________________________________

_______________________________________________________________________
Answer Key – Open Book Format

Masking/Dust Protection for Interior Furnished Area

1. 
Any tool, equipment, supply or materials listed in this COP

2. 
Remove the covers

3.
kept dry

4.
any 4 of the following: masking film, tape, masking paper, plastic sheeting, impervious 
floor protection, reinforced floor paper, plastic bags

5.  
moved to a safe location

6.
protected or removed

7.
dust

8.
appropriate floor protection

9.
any two of the following: furniture, personal property, lighting fixtures, sprinkler heads, 
smoke 
detectors, ceiling fans, cabinets, bookcases, built-ins

10.
note damages in writing 

11.
so the homeowner doesn’t think you did the damage

12.
static charged plastic sheeting

13.
hand masking tool, screw guy

14.
push pins

15.
water supply line

16.
burnish the tape edge

17.
temporary hinges that you put on a door that you can get paint on

18.
placing the soiled side down

19.
spray adhesive

20.
varies according to task

Answer Key – Closed Book Format

Masking/Dust Protection for Interior Furnished Area

1. So you always place the same side down

2. So the coating material does not seep under the tape

3. Every project is different and has different trim elements, amounts of furniture etc.

4. Take off the good hinges and replace with temporary hinges that you can get paint on

5. Dust and clean them first

 

1

